
ADSL-CPE Splitter Instruction Sheet

Included in delivery:
- ADSL-CPE Splitter
- TAE connecting cable (between TAE box and ADSL-CPE splitter), length 1 m
- Accessories (dowels, screws)
- Instruction Sheet

Important notice:
The ADSL-CPE Splitter separates the DSL signals from the telephone circuit/signal so to speak it
splits the line for telephone applications like fax, phone etc. and the online applications like inter-
net access. Therefore it is mandatory to install the splitter in front of the end devices (phone, fax,
NTBAs) which are used for telephone applications.

Installation overview:

Connector type Part-Labelling Cable Pin assignment

RJ-11 socket and asym. release tap and clamp terminals for
fixed cabeling

(0,3 ~ 1,2 mm wirel)

Amt

RJ-11 to TAE-F connector
(1 m)

RJ-11
Pin 1: UKA b
Pin 2-5: na
Pin 6:UKA a

NFN socket and clamb terminals for fixed cabeling

(0,3 ~ 1,2 mm wire)

RJ-11
Pin 1: UKA b
Pin 2-5: na
Pin 6:UKA a

RJ-45 socket and asym. release tap and clamp terminals for
fixed cabeling

(0,3 ~ 1,2 mm wire)

DSL

RJ-45
Pin 1-3: na
Pin 4: UR-2 a
Pin 5: UR-2 b
Pin 6-8: na

Mechanical properties:

RJ-45

Modem

Splitter

Legal Demarcation

Phone/
ISDN NT

(DSL RJ-45)(Amt RJ-11)

(DSL RJ-45)



Kurzanleitung ADSL-Splitter

Lieferumfang:
- ADSL-Splitter
- TAE-Anschlusskabel (zwischen der TAE-Dose und dem ADSL-Splitter), Länge: 1 m
- Zubehör (Dübel, Schrauben)
- Kurzanleitung

Wichtiger Hinweis:
Der ADSL-Splitter trennt die DSL-Signale von den Telefonsignalen - er teilt die Leitungen sozusagen
in Telefondienste wie Fax, Telefon etc. sowie Online-Anwendungen wie Internet auf. Deshalb ist es
zwingend erforderlich, den Splitter vor den Endgeräten, die für Telefondienste genutzt werden
(Telefon, Fax, NTBA) zu installieren.

Installation - ein Überblick:

Anschlusstypen Kennzeichnung Kabel Pin-Belegung

RJ-11-Buchse

Die Anschlussleiste dient der festen Verkabelung der Geräte

(0,3 ~ 1,2 mm Kabel)

Amt

RJ-11 zu TAE-F-Dose (1 m) RJ-11
Pin 1: UKA b
Pin 2-5: na
Pin 6:UKA a

NFN Buchse zum Anschluss von Telefonendgeräten (Telefon,
Fax, Anrufbeantworter)

Die Anschlussleiste dient der festen Verkabelung der Geräte

(0,3 ~ 1,2 mm Kabel)

RJ-11
Pin 1: UKA b
Pin 2-5: na
Pin 6:UKA a

RJ-45-Buchse

Die Anschlussleiste dient der festen Verkabelung der Geräte

(0,3 ~ 1,2 mm Kabel)

DSL

RJ-45
Pin 1-3: na
Pin 4: UR-2 a
Pin 5: UR-2 b
Pin 6-8: na

Technische Daten:

RJ-45

Modem

Splitter

Amtsanschluss
(TAE-Dose)

Telefon/
ISDN NT

(DSL RJ-45)(Amt RJ-11)

(DSL RJ-45)


